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PRODUCT TECHNICAL DATA SHEET

Product Portland Cement
Standart TSEN197-1:2000 CEM | 425 R

Product Description  The product itselfis a mixture of the raw materials such as limestone,marl iron ore,
bauxite pyrite ash and the clinker produced by milling and burning and finally the

maternial is added with a retarder (generally gypsum).

The CEM | type cement generally used in works requiing higher sthrength values,
conrete works done in cold temperature precast buildings tunne form-works,
foundations and building chemical manufacturing.

Physical Properties Standart Unit
Setting Time (Initial) 186 min. 60 minute
Spesific Gravity 3.17 glem’
Soudness 2 max 10 cm.
Spec.Surface Area 3550 min. 2800 cm’/g
Bulk Density 960 ol
2 Days Strength 26 min. 20 N/mm’
28 Days Strength 59 min. 425 N/mrm’

Chemical Propetties Standart Unit
S03 25 max 35 %
MgO 1.1 max 5 %
Loss on Ignition 2 max 5 %
Insoluble Residue 0.7 max 1.5 %
cl 0.01= max 0.1 %
Alkali equvalent
Na,O; + 0.658 K,0 0.68 %
Free Lime 1.0 - - %

Delivery Sold in bulk or in 50 Kg. Kraft bags

Quality Control Certified by Turkish Standart Institute and Aenor (Spain) for EC

Update The results of the analysis include between 01/10/2004 and 31/10/2004 period
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